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SITE PLAN
SCALE : 1" = 20'-0"
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SITE NOTE 1 : 

ALL AREAS NOT UNDER THE FOOT

PRINT OF BUILDING TO BE

CONSIDERED COMMON AREA.

SITE NOTE 2 : 

THERE ARE NO RETAINING WALLS

WITH IN PROJECT SCOPE OF WORK.

LEGAL DESCRIPTION

LOTS : 1-11

SUBDIVISION : WESTHAVEN PLACE

RESERVE A : 

200 SQ. FT. RESTRICTED TO PARKING ONLY

1 SITE SQUARE FOOTAGE

LOT - 2

LOT AREA                     =  3,605 sq.ft.

HOME FOOTPRINT =  1,890 sq.ft.

DRIVE/WALK =     640 sq.ft.

TOTAL COVERAGE =  2,530 sq.ft.

IMPERVIOUS % =    70.18 %

BLDG. FOOTPRINT % =    52.43 %

LOT - 1

LOT AREA                     =  5,355 sq.ft.

HOME FOOTPRINT =  2,474 sq.ft.

DRIVE/WALK =  1,567 sq.ft.

TOTAL COVERAGE =  4,041 sq.ft.

IMPERVIOUS % =    75.46 %

BLDG. FOOTPRINT % =    46.19 %

LOT - 3

LOT AREA                     =  3,955 sq.ft.

HOME FOOTPRINT =  1,890 sq.ft.

DRIVE/WALK =     636 sq.ft.

TOTAL COVERAGE =  2,526 sq.ft.

IMPERVIOUS % =    63.87 %

BLDG. FOOTPRINT % =    47.79 %

LOT - 4

LOT AREA                     =  3,955 sq.ft.

HOME FOOTPRINT =  1,890 sq.ft.

DRIVE/WALK =     636 sq.ft.

TOTAL COVERAGE =  2,526 sq.ft.

IMPERVIOUS % =    63.87 %

BLDG. FOOTPRINT % =    47.79 %

LOT - 5

LOT AREA                     =  3,605 sq.ft.

HOME FOOTPRINT =  1,890 sq.ft.

DRIVE/WALK =     640 sq.ft.

TOTAL COVERAGE =  2,530 sq.ft.

IMPERVIOUS % =    70.18 %

BLDG. FOOTPRINT % =    52.43 %

= SITE LOCATION

= NEW  1-1/2" DIA.

   LIVE OAK

= EXISTING TREE TO

   REMAIN/REMOVED

2 TYPICAL TREE DETAIL
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EXISTING POWER

POLE TO REMAIN

3' EMERGENCY

ACCESS ESMT.

PROPOSED 1½" CALIPER LIVE OAK

TREES TYPICAL OF 4

LOT - 6

LOT AREA                     =  5,155 sq.ft.

HOME FOOTPRINT =  2,474 sq.ft.

DRIVE/WALK =  1,567 sq.ft.

TOTAL COVERAGE =  4,041 sq.ft.

IMPERVIOUS % =    78.39 %

BLDG. FOOTPRINT % =    47.99 %

3 VICINITY MAP

4 GENERAL NOTES

6 ELECTRICAL METERS, SIZE AND MATERIAL PER

ELECTRICAL CONTRACTOR. PROVIDE 7' HIGH WOOD

FENCE TO BLOCK ELECTRICAL METERS WITH 3' MINIMUM

CLEARANCE FROM FACE OF METER TO WOOD FENCE.

25' B.L.25' B.L.

POTOMAC DRIVE

(60' R.O.W.)

FUTURE

TOWN HOME

LOT 6 - PLAN A

FUTURE

TOWN HOME

LOT 5 - PLAN B

FUTURE

TOWN HOME

LOT 4 - PLAN B

FUTURE

TOWN HOME

LOT 1 - PLAN A

FUTURE

TOWN HOME

LOT 2 - PLAN B

FUTURE

TOWN HOME

LOT 3 - PLAN B

3' E.A.E.

5' B.L. & U.E.

5'x20' A.E.

3' E.A.E.

5' B.L. & U.E.

5'x20' A.E.

S 02°31'42" E ~ 140.00'

N 02°31'42" W ~ 140.00'
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CVRD. ENTRY

48" CONC. WALKWAY

CVRD. ENTRY

48" CONC. WALKWAY

CVRD. ENTRY

48" CONC. WALKWAY

CVRD. ENTRY

48" CONC. WALKWAY

PROPOSED 1½" CALIPER LIVE

OAK TREES TYPICAL OF 2

EXISTING POWER

POLE TO REMAIN

3' EMERGENCY

ACCESS ESMT.

EXISTING TREE

WITH IN PROPERTY

TO BE REMOVED

EXISTING TREE

WITH IN PROPERTY

TO BE REMOVED

CVRD. ENTRY

12" BLDG. OVERHANG12" BLDG. OVERHANG

48" CONC. WALKWAY

CVRD. ENTRY

48" CONC. WALKWAY

EXISTING DRIVEWAY TO BE REMOVED.

RE-GRADE AREA TO HAVE POSITIVE DRAIN,

ADD SOD/GRASS TO MATCH EXISTING.

EXISTING DRIVEWAY TO BE REMOVED.

RE-GRADE AREA TO HAVE POSITIVE DRAIN,

ADD SOD/GRASS TO MATCH EXISTING.
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PERMITTED BY
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CONC. PAVING
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